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MICROMETEOROID SATELLITE (EXPLORER X V I )  STADTLESS-STEEL 

PENETRATION RATE MPERIMENT 

by Elmer H. Davison and Paul C. Winslow, Jr. 

Lewis Research Center 

SUMMARY 

A successful experiment to assess the meteoroid hazard to thin stainless- 
steel skin material was flown as part of the Explorer X V I  satellite. A total 
initial area of 3.625 square feet consisting of 0.001-, 0.003-, and 0.006-inch- 
thick AIS1 304 stainless-steel segments was exposed in space for a period of 
221 days. T'he 0.001-inch-thick surface experienced six penetrations, the 
0.003-inch-thick surface experienced one penetration, and the 0.006-inch-thick 
surface experienced zero penetrations. This report describes the results of 
the experiment and the conclusions drawn from the results. 

INTRODUCTION 

Explorer XVI was a satellite experiment developed to assess the magnitude 
of the meteoroid hazard to present and future spacecraft in near-Earth orbits. 
One of the experiments aboard 'Gxplorer X V I  exposed stainless-steel surfaces to 
determine if these surfaces were penetrated by micrometeoroids. The purpose of 
this report is to describe the stainless-steel experiment and the results ob- 
tained from it, 

Explorer X V I  was the third attempt to launch a satellite of the S-55 
series. It should be noted that all three S-55 payloads were launched by de- 
velopment versions of the Scout vehicle. The first attempt was unsuccessful as 
a result of a vehicle malfunction. The second attempt, S-55A, was only a par- 
tial success, again as a result of a vehicle malfunction; however, s-55A was 
injected into an Earth orbit and operated successfully for a period of approxi- 

1 mately 2- days before being destroyed by reentry into the atmosphere. 2 
S-55A was designated Explorer XI11 upon injection into orbit. Explorer XIII, 
as did X V I ,  carried four micrometeoroid penetration-type experiments and one 
micrometeoroid impact-detecting experiment. Although there were no penetra- 
tions recorded by any of the experiments aboard Explorer XI11 during its brief 
lifetime, even this information permitted some important conclusions in regard 
to the number density of meteoroids in space. The conclusions based on the 
stainless-steel experiment were reported in reference 1. Reference 1 also 
gives a detailed description of the development of the stainless-steel ex- 
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periment, and, therefore, only the modifications to the experiment between 
Explorer XVT and XIII flights will be described herein. 
tions described resulted from the reassessment made of the space (meteoroid) 
environment based on Explorer XIII experience. 

Some of the modifica- 

Explorer XVT was launched on December 16, 1962. One of its two indepen- 
dent telemetry systems ceased transmitting useful data on May 29, 1963. 
satellite continued to transmit useful data until July 25, 1963, when the 
second telemetry system failed. 
was approximately equally divided between the two telemetry systems. 

preliminary data for the first 28 of 221 days 03 operation. For all but the 
stainless-steel experiment, references 3 and 4 give preliminary data for the 
next 133 days. The purpose of this report is to present all the data for the 
stainless-steel experiment, to analyze these data, and to compare the results 
with those from other sources. A particularly interesting comparison is made 
with the data from the beryllium-copper pressure capsules exposed on 
Explorer XVI. Temperature control of the experiment is also discussed. 

The 

The total area of the stainless steel exposed 

For all penetration experhents aboard the satellite, reference 2 presents 

DESCRIPTION OF EXPl3RIMENT 

The purpose of the experiment was to detect meteoroid penetration of a 
surface of known material and thickness. 
terial exposed was selected because of the general interest in austenitic 
stainless steel for space vehicles. 

The stainless-steel (AIS1 304) ma- 

Background 

On Explorer XIII, the respective areas and thicknesses of material exposed 
were as follows: 

(1) 3 Square feet of 0,003-inch-thick stainless steel 

(2) 0.75 Square foot of 0,006-inch-thick stainless steel 

This area-thickness distribution was selected on the basis of an estimated 
variation of penetration rate with material thickness. 
as noted in reference 1, also determined the area-thickness distribution se- 
lected. One important consideration was the ability to detect actual rates 
that might be considerably different from the estimated rate. 
departures from the estimated rate of two orders of magnitude or more could 

have been detected by the experiment; however, in the brief time ( 2 ~  days) that 
Explorer XI11 remained in orbit, neither the 0,003-inch nor the 0.006-inch 
surface was penetrated. In reference 1, analysis of this result indicated that 
the original estimate of the rate of penetrations was high by at least two 
orders of magnitude, 

Other considerations, 

In this regard, 

1 
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Area-Thickness-Distribution Selection 

Area, sq f t  11.50 

Thickness, in. 0.001 

A s  a consequence of t h e  reassessment of the  penetration r a t e s  based on 
Explorer X I 1 1  r e su l t s ,  it w a s  decided t o  expose thinner material  on 
Explorer XVT fo r  a t  l e a s t  a pa r t  of the  t o t a l  area. The area-thickness- 

2.00 10.25 1 
0.003 0.006 

dis t r ibu t ion  selected for Explorer XVI w a s  as follows : 

Surface 

Conductor w i d  dimensions A 

/ 

Grid, O.ooOo9 gold-' 

C-55038 

Figure 2. - Sensor with attached lead wires. 

Figure 1. - Gold grid sensor (Al l  dimensions are  in inches.) 

Penetration of surface 3, t he  0.006-inch-thick s t a in l e s s  s t ee l ,  w a s  con- 
sidered unl ikely unless a meteoroid shower of great  magnitude w a s  encountered. 
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Surface 3 a l so  served the  other purpose of ac t ing  as a control  measurement f o r  
t he  experiment as a whole because the  surface 3 sensors were not expected t o  be 
ruptured by a penetration (i .e. ,  surface 3 sensors were subjected to exact ly  
the  same environment as surface 1 and 2 sensors, serving as  a check, therefore,  
t h a t  sensor f a i lu re s  were not due to causes other than penetration).  

Penetration Sensors 

The penetration sensors a re  described i n  d e t a i l  i n  reference 1; therefore,  
t he  following descr ipt ion i s  br ie f .  
the  s t a in l e s s  s t e e l  w a s  a very f i n e  gold gr id  t h a t  had e l e c t r i c a l  continuity. 
The dimensions and d e t a i l s  of t h i s  gr id  a re  shown i n  f igure  1. The f i n e  gold 
gr id  w a s  bonded t o  a d i e l e c t r i c  (Mylar) material, which, i n  turn,  was bonded t o  
the  r ea r  (or unexposed) surface of the  s t a in l e s s  s t ee l .  The sensor mounted on 
s t a in l e s s  s t e e l  with lead wires attached i s  shown i n  f igure  2. Penetration of 
the metal surface covering t h i s  gr id  ruptures the  gr id  and destroys i t s  e lec-  
t r i c a l  continuity. This change i n  continuity r e su l t s  i n  a resis tance change i n  
the  telemetry c i r c u i t  t h a t  modifies the  frequency of one of the  transmitted 
tone bursts.  

The element used t o  de tec t  penetration of 

Area Segmentation 

The three surfaces exposed were segmented i n t o  smaller areas, and these 
areas were monitored f o r  penetration by means of the aforementioned sensors. 
If a skin segment was penetrated by a meteoroid, the  sensor associated with 
the  skin segment penetrated would become inoperative. 
has a se l f - s tor ing  feature  and requires power only during interrogation. 
feature  w a s  considered desirable  f o r  t h i s  ea r ly  experiment where it might not 
always be possible t o  interrogate  t h e  system as frequently as desired and where 
data  could be l o s t  because of poor reception once the  s a t e l l i t e  interrogat ion 
w a s  i n i t i a t ed .  Within t h e  design r e s t r i c t ions  imposed, it w a s  possible to 
divide surface 1 i n t o  1 6  segments, surface 2 i n t o  24  segments, and surface 3 
in to  4 segments. The segment areas used were eithe'r 9 or 18 square inches. 
The 18-square-inch segments were formed by put t ing two sensors i n  ser ies .  
Although a sensor area of 9 square inches was selected i n  accordance with ear ly  
s a t e l l i t e  plans, subsequent l imi ta t ions  imposed by telemetry resul ted i n  the  
somewhat a rb i t r a ry  grouping of 60 sensors i n t o  44 segments. The r e s t r i c t ions  
imposed on the experiment i n  t h i s  and other respects a re  detai led i n  r e fe r -  
ence 1. 

This type of experiment 
This 

The manner i n  which the  individual segments were grouped by telemetry 
channel i s  shown i n  tab le  I. The segments were mounted on a cy l indr ica l  sup- 
port  s t ruc ture  (see f ig .  3 (a ) ) ;  t he  physical arrangement of the sensors i s  
shown i n  f igure 3(b) i n  a developed view. 
t h e i r  associated sensors, four thermistors f o r  surface temperature measurements 
were located as indicated i n  f igure 3(b). 
s e t  f o r  t he  temperature range of -12' t o  llZ0 C. 

I n  addition t o  the  segments with 

The four thermistors were a matched 
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bkter ia l  

Stainless  
s t e e l  

I 

Sensor Assembly Mounting 

Total 
area, 
sq f t  

1.0 

1.0 

.25 

.5 

.5 

.5 

One other major change i n  the  Explorer X I 1 1  configuration w a s  made for  

Number of 
p a r a l l e l  
legs per 
channel 

Number of 
segments 

Sensors i n  Percent change 
series per of fu l l - sca le  

1% reading per 
penetration 

8 8 

8 

4 

w m  I. - EXPERIMENT 

Exposure parameters I 

2 10.4 

2 10.4 

1 20.8 

Area per 
segment , 
sq i n .  

18 

18 

9 

9 

9 

9 

Thic-mess, 
i n .  

0.001 

.003 

.006 

.001 

.003 

.003 8 I 1 I 10.4 I 
Explorer XVI. For Explorer X I I I ,  the  s ta in less -s te  
( f ig .  2 )  were mounted on s i l icone rubber. On Explc 

: e l  
r e i  

sensor assemblies 

changed t o  1/8-inch-thick 
urethane foam. This 
mounting provided t h e  
sensors with a f loa t ing  
support and thus made 
them l e s s  susceptible t o  
damage due t o  d i s to r t ion  
of the  supporting alumi- 
num structure  under ther -  
m a l  and other loads. 

r XVI, the  mounting was 

DCFERIMEN'13AL RESULTS 

Explorer XVI w a s  
launched on December 16, 
1962 from Wallops Island, 
Virginia a t  14:33 
Greenwich mean time. The 
o rb i t  parameters fo r  the  

(a) Mounted sensors and satellite support structure. s a t e l l i t e  were as f o l -  
/- Channel number lows : 

of sensor 

(b) Developed view showing sensor distribution by telemetry channel. 

Figure 3. - Sensor assembly details. 
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Incl inat ion,  deg . . . . . . . . . . . . . . . . . . . . . . . . . . . .  52.00 
Perigee, k m  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  750.2 
Apogee,km . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1180 
Anomalistic period, min . . . . . . . . . . . . . . . . . . . . . . . . .  104.4 

Orbi ta l  Telemetry History 

Table I1 shows the  o r b i t a l  telemetry h is tory  f o r  t h e  experiment. It 
should be noted t h a t  t h e  a rea  of 0.003-inch-thick s t a in l e s s  s t e e l  exposed i n i -  

' t i a l l y  i s  18 square inches l e s s  than t h a t  indicated i n  t a b l e  I. It w a s  known 

Total effective 
exposed surface 
area remaining, 

sq in. 

216 

198 

18 9 

171 

153 

144 

36 

0 

270 

261 

135 

0 

36 

0 

Remarks 

launch 

Telemetry 
system A 
lost 

Telemetry 
system B 
lost 

launch (one 
sensor out) 

Telemetry 
system A 

10s t 

Telemetry 
system B 
lost 

hunch 

Telemetry 
system A 
lost 

pr io r  t o  launch t h a t  one l e g  (an 18-sq-in. segment leg,  t w o  sensors i n  se r i e s )  
had l o s t  continuity. The l o s s  of these two sensors i n  ser ies  w a s  discovered 
too near launch t o  m a k e  repa i r  p rac t ica l ,  however, and, hence, the experiment 
w a s  flown a s  indicated by the  launch condition i n  t ab le  11. 

For ease of visual izat ion,  t he  area-decrease h is tory  shown i n  t ab le  I1 f o r  
each thickness of s t a in l e s s  s t e e l  exposed i s  plot ted i n  f igure 4. A s  noted i n  
f igure 4, telemetry system A ceased transmitt ing usefu l  information on May 29, 
1963. This f a i l u r e  reduced the  a rea  from which data could be obtained for each 
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.906 

80 

-_ 

- 

s t a in l e s s - s t ee l  thickness as follows: 

Thickness, 
in. 

Area before loss of 
telemetry system A, 

sq in. 

Area a f t e r  l o s s  of 
telemetry system A, 

sq in. 

36 
135 
0 

0.001 
.003 
.006 

144 
2 61 

36 

The experimel ; per se  w a s  terminated on Ju ly  25, 1963 a t  which time telemetry 
system-B a l s o  ceased transmitt ing useful  data. 

Penetration Rates 

Average r a t e s  of penetration were calculated for the  0.001- and 0.003- 
inch-thick surfaces exposed. The r a t e  w a s  calculated by dividing t h e  number 
of penetrations for a par t icu lar  thickness by the  area-time product of expo- 
sure obtained from e i the r  f igure 4 or t ab l e  I1 (i.e.,  the  area under the  re-  

Fail u re'of 
telemetry 

A 
B 
I 

This step, two penetrations 
Uncertainty in time of 

m e t r a t i o n  

-- 

I 
le from launch, days 

1Dec.19621 Jan. 1963 I Feb. 1963 I Mar. 1963 I Apr. 1963 I May 1963 I June 1963 I July1963 1 

Figure 4. - Area-time history of experiment. 
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spective thickness curve i n  f ig .  4 i s  the  area-time product of exposure f o r  
that thickness).  me area decrease due t o  a penetration w a s  assumed t o  have 
occurred a t  t h e  t i m e  of t h e  interrogat ion t h a t  f i rs t  revealed the  penetration. 
It should be mentioned that the  uncertainty of t h e  time of penetration would 
have only a minor e f f ec t  on t h e  calculated rate. 

?f. 

The values obtained f o r  the rate of penetration fo r  t he  0.001- and 0.003- 
inch-thick surfaces a re  p lo t ted  i n  f igure  5. 
0.001-inch r a t e  (based on s i x  penetrations or events) i s  a l so  indicated i n  f i g -  

A two sigma deviation f o r  t he  

7) 
10-1 lo0F 

L 

5 
2 - 

a, 

E 

10-6 

10-7 

\ 
\ 

( 1 I I I T l t l  

t Rate of penetration measured by 
Explorer XVI 

l Survival probability - probability 
of not receiving a penetration i f  
rate associated wi th  point pre- 
vailed dur ing exposure period 

: Two sigma standard deviation 
Curve I Whipple (ref. 5) 
Curve I1 McCracken. et al. (ref. 
Curve I11 Wat! 

/ I  

,004 .006 .01 .02 .04 .MI .1 . 2  
Skin thickness, in. of stainless steel 

Figure 5. - Penetration rate data and estimates based on following assumptiono 
impact velocity, 15 kilometers per second; micrometeoroid density, 2.7 grams 
per cubic centimeter; Summer's penetration cr i ter ia for  quasi-infinite targets 
(ref. 8) multiplied by 1.5. 

ure 5. It i s  ra ther  question- 
able  t h a t  any s t a t i s t i c a l l y  
s ign i f icant  var ia t ion  can be 
attached t o  the 0,003-inch 
r a t e  of penetration, which i s  
based on only a s ingle  pene- 
t ra t ion .  The rate does, how- 
ever, represent a bes t  es t i -  
mate. 

Shown a l s o  i n  f igure  5 
are three  estimates of the  
r a t e  of penetration against  
thickness. These estimates 
a re  t h e  same as those shown i n  
the  Explorer XI11 report  
( r e f .  1). The following as- 
sumptions i n  conjunction with 
the  mass -f 1 ux dis t r ibu t ions  
indicated were used i n  e s t i -  
mating ra tes :  (1) an impact 
ve loc i ty  of 15 kilometers per 
second, ( 2 )  a micrometeoroid 
densi ty  of 2.7 grams per cubic 
centimeter, and (3) Summers' 
penetration c r i t e r i a  for  quasi- 
i n f i n i t e  t a rge t s  ( r e f .  8) 
multiplied by a correction fac- 
t o r  of 1.5 fo r  a t h i n  sheet. 
Earth-shielding e f f ec t s  a r e  not 
incorporated i n  the  comparisons 
of the  estimated against  mea- 
sured r a t e s  because the  e f f ec t  
i s  minor and not c l ea r ly  defin- 
able. The e f f ec t  would in-  
crease the  measured r a t e s  a t  
most by a fac tor  of approxi- 
mately 1.3 r e l a t i v e  t o  the  
estimated rates. With the  
rate uncertaint ies  involved, 

t h e  Earth-shielding e f f ec t  i s  considered inconsequential. 

f l u x  prediction by Whipple ( ref .  5). 
The reader should note t h a t  the  estimate of curve 1 i s  based on an ea r ly  

This curve i s  presented i n  f igure  5 
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merely t o  be consistent with reference 1 and because it represents one of the  
higher ea r ly  estimates. Neither curve I nor I1 represents a good estimate of 
the  r a t e  of penetration t o  be expected i n  l i g h t  of the  data shown i n  f igure 5 
from Explorer XVI (i.e.,  the  measured penetration r a t e s  for  the  0.001- and 
0.003-in. s t a in l e s s  s t e e l  and survival  probabi l i ty  calculated fo r  the  0.006- 
inch s t a in l e s s  s t e e l  a re  only consistent with the  r a t e  estimates of curve 111). 
This r e s u l t  w a s  ant ic ipated from the data presented i n  reference 1. Curve I11 
does represent a reasonable rate estimate f o r  the data obtained t o  date. A s  
indicated i n  f igure  5, the  survival probability1 for  the 0.006-inch surface 
based on the  r a t e  obtained from curve I11 w a s  0.986. The f a c t  that no penetra- 
t i ons  were recorded i n  the  0,006-inch surface i s  consistent,  therefore,  with 
the  estimate given by curve 111, which i s  consistent a l s o  with the  data ob- 
ta ined from Explorer X I 1 1  and Vanguard I11 (see ref.  1). 
however, i s  t he  f a c t  t h a t  curve I11 i s  consistent with the  more s t a t i s t i c a l l y  
s ign i f icant  data of reference 4 as  well. The data  have more s t a t i s t i c a l  sig- 
nificance because the exposed area of 0.001-inch-thick beryllium-copper w a s  
approximately seven times t h a t  fo r  t he  s ta in less -s tee l  experiment. 

O f  greater importance, 

The combination of assumptions used t o  a r r ive  a t  the  estimates of 
curve I11 f i t s  the  measured data; however, other combinations of assumptions 
could probably be made t o  f i t  equally well. The agreement between curve I11 
and Explorer XVI data should be viewed, therefore,  with the  preceding f a c t s  i n  
mind. It should be fur ther  recognized t h a t  the  slope of curve I11 has not been 
firmly substantiated by the experimental data nor has the  va l id i ty  of the  curve 
been substantiated fo r  thicknesses of  material  greater than those exposed on 
Explorer XVT. It should a l so  be remembered t h a t  only very gross r e su l t s  were 
obtained from the  s t a in l e s s - s t ee l  experiment because of experimental l i m i t a -  
t ions.  

The data presented i n  reference 4 f o r  the  beryllium-copper can experiment 
warrants fur ther  comment because it compliments the  data  presented herein. 
Rates of penetration calculated from both s e t s  of data a re  consistent even 
though two e n t i r e l y  d i f fe ren t  techniques of measurement were employed. A com- 
parison of the  penetration r a t e s  and/or the  survival  probabi l i t i es  i n  the event 
of zero penetrations for  t h e  two experiments i s  shown i n  f igure 6. The r a t e s  
and survival  probabi l i ty  shown i n  f igure  6 f o r  the beryllium-copper can thick- 
nesses exposed were calculated on the  same bas is  as those f o r  the s ta in less -  
s t e e l  experiment, f igure 5, No e f f o r t  was made t o  equate a beryllium-copper 
thickness t o  an equivalent thickness of s t a in l e s s  s t e e l  fo r  comparison purposes. 
The two materials can be considered as roughly equivalent i n  stopping power, 
and any difference i n  this regard i s  overshadowed by the  uncertainty i n  mea- 
sured r a t e s  and difference i n  measuring technique. It can be seen from f i g -  
ure 6 t h a t  these data from the  two experiments agree reasonably well. The 

'The survival probabili ty,  based on Poisson s t a t i s t i c s ,  fo r  a surface ex- 
posed i n  space i s  calculated from the  following equation: Po = e-rat where 
r i s  the  average r a t e  of penetration ankicipated, a i s  the  area of surface 
exposed, t i s  the  time of exposure, and Po i s  the survival  probabi l i ty  or 
prababi l i ty  t h a t  there  w i l l  be no penetrations i n  area a i n  time t i f  r a t e  
r i s  the  prevail ing average rate .  
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agreement between data obtained by two en t i r e ly  d i f fe ren t  techniques gives 
added confidence to t he  v a l i d i t y  of t he  data from e i t h e r  experiment. 

Comparison With Radar Meteor D a t a  

It can be noted from f igure  4 t h a t  t he  penetrations recorded f o r  t h e  
s t a in l e s s - s t ee l  experiment w e r e  grouped i n t o  two time intervals .  The one in-  
t e r v a l  (involving three  penetrations) occurred during l a t e  December through 
l a t e  January. The other t i m e  i n t e rva l  (involving four  penetrations, one of 
which w a s  i n  t h e  thicker  0.003-in. material)  covered t h e  las t  half  of May, 
a f t e r  which a sharp reduction of exposed area occurred due to the  l o s s  of data 

A Rate of oenetration measured 

.001 ,002 . 
Ski1 

for s t in less  steel 
o Survival probability for staii 

less steel, 0.986 
A Rate of penetration measure 

for beryllium-copper 
0 Survival probability for 

beryllium-copper, 0.908 
- Curve I11 of fig. 5 

01 . 
tness, in. 

\ 

Figure 6. - Penetration rate data comparison. Beryllium-copper can 
data of reference 4 compared with stainless steel data of figure 5. 

from telemetry system A. 
penetration a c t i v i t y  occurred during the  most act ive annual period of radar 
meteor recordings as noted i n  reference 9. 
t i v i t y  occurred during a s imi la r ly  act ive (but l e s s  pronounced) annual period 
of radar meteor recordings i n  the  December-January time interval .  The lack of 
any penetrations during the  February-March-April period a l so  corresponds t o  
t he  most quiet  period of t he  year fo r  radar meteor recordings. It might a l s o  
be noted from reference 9 t h a t  ac t ive  known showers occur during or near both 
periods of penetration ac t iv i ty .  Unfortunately, the data reported herein f o r  
the  s t a in l e s s - s t ee l  experiment are too  few t o  do other than point out as an 
in t e re s t ing  observation the  correlat ions noted. 

It i s  of i n t e r e s t  t o  note that  t he  l a t t e r  period of 

The other period of penetration ac- 
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The data of reference 4 for 0.001-inch-thick beryllium-copper did not show 
a pattern similar to that discussed in the preceding paragraphs; however, the 
0.002-inch-thick beryllium-copper did have an inactive period during February 
and March corresponding to the period of low radar meteor activity. Unfortu- 
nately the relative sensitivity (capacity for being triggered by penetrating 
particles) of the two detecting devices was never established, and it is quite 
likely that the 0.001-inch cans and 0.001-inch stainless-steel sensors are not 
equally sensitive. Therefore, the data from the two experiments should not be 
compared thickness for thickness except in the very g r o s s  sense as in fig- 
ure 6. In any event, the observations noted for the stainless-steel experiment 
were considered interesting even though they must at this point be considered 
inconclusive. They do serve, however, to indicate the need for larger more 
sophisticated satellite experiments capable of resolving the meteoroid hazard 
characteristics of the space environment more effectively. 

Thermal Control Results 

The temperature recorded by the four thermistors located as shown in 
figure 3(b) are plotted in figure 7. No attempt to control temperature, other 
than to limit the maximum, was made. The surface coatings used for thermal 
control were required to maintain the sensor assemblies at temperatures less 
than 120° C. 
(ref. 1). The temperature history of the experiment proved satisfactory, 
although a substantial number of the temperature readings were lower than the 
calibrated range (-12O to 112O C) of the thermistors. Modest circumferential 
variations in temperature were noted. The m a x i m  difference between any two 
thermistor readings was of the order of 15O C with the difference, in general, 
being considerably less. 
time for the experiment, but because of the nature of the experiment and the 
data, the trend cannot be conclusively established. The thin coating of white 
paint (approx. 0.0005-in.-thick sprayed coating) was expected to discolor with 
time as a result of exposure to solar ultraviolet radiation. A higher ratio 
of absorptivity to emissivity is associated with the discoloration (see 
ref. l), and consequently a higher equilibrium temperature would be expected. 
The expected trend could easily be masked, however, because the experiment rep- 
resented only a small fraction of the total mass of the satellite. The tem- 
perature data are interesting primarily because they indicate that very thin 
layers of paint are effective in controlling temperature over extended periods 
of time (i.eo, at least 7 months). The results demonstrate that inexpensive 
coatings, which are easily applied, can be used for thermal control of space 
vehicles. As a frame of reference it might be pointed out that uncoated 
stainless steel could easily exceed a temperature of 120° C in a space environ- 
ment 

Temperatures of the order of 65O C or less were preferred 

There appeared to be a general warming trend with 

As noted in reference 4, a malfunction of telemetry system A occurred on 
April19, 1963 that invalidated the time-coded data. As a result, data from 
thermistors A and B are not shown subsequent to the malfunction because they 
were part of the invalid time-coded data. 
however, did show that satisfactory control of the package was maintained for 
the life of the experiment. It should be noted also that the temperature data 

Data from thermistors C and D, 
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below -12' C i s  based on an extrapolation of t h e  ca l ibra t ion  cmves and, hence, 
i s  subject t o  some addi t ional  inaccuracy. The accuracy c i t ed  i n  reference 2 
for  similar thermistor data  within a cal ibrated range i s  +5O F. 

CONCLUSIONS 

The Explorer XVI experiment t o  obtain data  on the r a t e  of penetration of 
s t a in l e s s  s t e e l  by micrometeoroids w a s  successful. The following conclusions 
were reached: 

1. 
- 

The experimental data  w a s  consistent with t h a t  obtained from the  pres- 
surized can experiment a l s o  carr ied on Explorer XVI .  

2. The measured rates of penetration f o r  s t a in l e s s - s t ee l  thicknesses of 
0.001 t o  0.003 inch agree reasonably wel l  with predicted penetration rates 
based on Watson's mass-flux d is t r ibu t ions  and t h e  assumptions of (a) meteoroid 
density, 2.7 grams per cubic centimeter, (b)  meteoroid impact velocity,  15 
kilometers per second, and (c )  Summers ' penetration c r i t e r i a .  
noted, however, t h a t  o the r - se t s  of assumptions could be selected t o  estimate 
r a t e s  t h a t  would a l s o  agree with the  data. The slope of t h e  rate curve (i.e., 
var ia t ion  of rate of penetration with mater ia l  thickness) i s  a l so  not  w e l l  de- 
f ined by the  data. 

It should be 

3. The thermal control  measures taken t o  maintain the  surface tempera- 
tu res  of the  experiment within acceptable l i m i t s  were adequate, The successful 
thermal control  demonstrated t h a t  spray coatings of a su i tab le  paint of about 
0.0005 inch thickness can be r e l i e d  on t o  control  s a t e l l i t e  temperature over a 
period of a t  l e a s t  7 months. 

Lewis Research Center 
National Aeronautics and Space Administration 

Cleveland, Ohio, May 20, 1964 
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